
Submersible Motor
Control Boxes

Product range 

Standard: 0.37kW to 2.2kW

enclosure 

IP 55

Gray Epoxy Coated

1.2mm Steel Construction

benefits

Compact Size

UL Recognized Capacitor

UL Recognized Voltage Relay

Grundfos offers a complete range of submersible control boxes 
designed specifically for Grundfos MS three-wire, single phase 
motors rated 0.37kW to 2.2kW. Grundfos control boxes feature 
heavy duty epoxy coated steel. 0.37kW to 0.75kW design features 
a quick removal cover which acts as an electrical disconnect. All 
functional components are attached to the cover.

Standard Features

• Terminals accept up to 25mm2 wire
• External access to overload resets
• Multiple knockout sizes
• User-friendly connection diagrams
• Easy access to grounding lugs

grundfos control box
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GRUnDfoS CONTROL BOX

Quality and Control

SA-CSIR 0.37kW - 0.75kW

Motor 
(kW) Voltage Width 

(mm)
Depth 
(mm)

Height 
(mm) Part Number

0.37 230 124 70 213 98582272

0.55 230 124 70 213 98582277

0.75 230 124 70 213 98582295

Motor 
(kW) Voltage Width 

(mm)
Depth 
(mm)

Height 
(mm) Part Number

1.1 230 210 149 250 98582296

1.5 230 210 149 250 98582381

2.2 230 210 149 250 98582401

SA-CSCR 1.1kW - 2.2kW

*All models are single phase, 50 Hz operation only.


